SPECIFICATION SHEET

frident -

SAFETYBOOT

NVetal-Free, Full Protection

100% made in South Africa since 1977,

Strident Workboot Specifications

Water Resistant Safety Boot Upper: Water resistant breathable upper, heavy duty

A light weight metal free industrial safety boot, designed textile and abrasive resistant toe cap cover.

with a water resistant breathable upper. Offering full Sole: Oil & acid resistant, anti static and slip

safety protection to the toe and midsole. This boot is resistant, dual density polyurethane.

hard wearing, has excellent grip and slip resistance. Toe cap: Abrasive resistant composite toe cap,
complies to EN12568

Gompliance Midsole: Energy absorbing ballistic textile

Manufactured under Neptun Boot quality management . anti-penetration midsole.
system as required by SABS. Permit No 10421/16464. Boot Weight: 1.25kg average.
Non safety products: Permit No 10421/16464. .
Packing - 10 Boxes per carton
All Strident boots are packed 5 pairs per size
Carton Size: 4 -9 (650 X516 X 315)
Carton Size: 10-13 (650 X 516 X 315)
Available in various colors and boot styles (Combat, Board grade:  175gr outer/ 160gr flute/ 140gr inner liner
Chelsea, Boot) Container packing: +- 2000 pairs per 6 meter shipping container

SETTING A NEW STANDARD IN SAFETY FOOTWEAR!




